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VIA EXPRESS MAIL 

Hon. Commissioner of Patents and Trademarks 
Washington, D.C. 20231 

Re: U.S. Patent Application for System And Method For 
Switching Between Command-Mode And Text- 
Mode In Voice Recognition Systems 

Dear Sir: 

Enclosed please find the following items: 

1. a copy of the above-identified patent application; 

2. an executed Declaration and Power of Attorney; 

3. an executed Small Entity Statement; 

4. a check in the amount of $363.00 to cover the 
filing fee; and 

5. a stamped, self-addressed postcard. 

Kindly stamp and return the postcard to the undersigned upon receipt in 
the Patent Office of the foregoing items. 

Respectfully submitted, 



Jean-Marc Zimmerman 



JMZ/id 
enclosures 

cc: Mr. Stephen S. Miller 



Attorney's Docket No. 

Applicant or Patentee: Stephen S. Miller 

Serial or Patent No.: 
Fixed or Issued: 

For: System And Method For Switching Between Command- 

Mode And Text-Mode In Voice-Recognition Systems 

VERIFIED STATEMENT (DECLARATION) CLAIMING SMALL ENTITY 
STATUS (37 CFR 1.9(f) AND 1.27(c))- SMALL BUSINESS CONCERN 

* 

I hereby declare that I am 

The owner of the small business concern identified below: 

an official of the small business concern empowered to act 
on behalf of the concern identified below: 

NAME OF CONCERN: Stephen S. Miller 

ADDRESS OF CONCERN: 8 Gramercy Park South - Apt 6K 

New York, NY 10003 

I hereby declare that the above identified small business concern qualifies as a 
small business concern as defined in 13 CFR 121.3-18 and reproduced in 37 CFR 1.9(d), 
for purposes of paying reduced fees under Section 41(a) and (b) of Title 35, United States 
Code, in that the number of employees of the concern, including those of its affiliates, 
does not exceed 500 persons. For purposes of this statement, (1) the number of 
employees of the business concern is the average over the previous fiscal year of the 
concern of the persons employed on a full-time, part-time or temporary basis during 
each of the pay periods of the fiscal year, and (2) concerns are affiliates of each other 
when either, directly or indirectly, one concern controls or has the power to control the 
other, or a third-party or parties controls or has the power to control both. I hereby 
declare that rights under contract or law have been conveyed to and remain with the 
small business concern identified above with regard to the invention entitled System 
And Method For Switching Between Command-Mode And Text-Mode In Voice- 
Recognition Systems by inventor Stephen S. Miller described in the: 

the specification filed herewith 

Application Serial No. filed on 

Patent No. issued on 

If the rights held by the above identified small business concern are not 
exclusive, each individual, concern or organization having rights in the invention is 
listed below and no rights to the invention are held by any person, other than the 
inventor, who could not qualify as a small business concern under 37 CFR 1.9(d) if that 
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person made this invention, or by any concern which would not qualify as a small 
business concern under 37 CFR 1.9 (d) or a nonprofit organization under 37 CFR t-9(e). 

Name: 
Address: 

Individual Small Business Concern Nonprofit Organization 

I acknowledge the duty to file in his application or patent, notification of any 
change in Status resulting in loss of entitlement to small entity status prior to paying, or 
at the time of paying, the earliest of the issue fee or any maintenance fees due after the 
date on which status as a small business entity is no longer appropriate. (37 CFR 

1.28(b)). 

I hereby declare that all statements made herein of my knowledge are true and 
that all statements made on information and belief are believed to be true: and farther 
that these statements were made with the knowledge that willful false statements and 
the like so made are punkhable by fine or imprisonment or both under Section 1001 of 
Title 16 of the United States Code,, and that such willful false statements may jeopardize 
the validity of the application, any patent issuing thereon, or any patent to which this 
verified statement is directed. 



Name of Person Signing: 

Title of Person Other Than Owner 

Address of Person Signing: 



Signature: 




Stephen S. Miller 

8 Gramercy Park South - Apt 6K 
New York, NY 10003 

Date: J Zft ht> 



SYSTEM AND METHOD FOR SWITCHING BETWEEN COMMAND- 
MOpE AND TEXT-MODE IN VOICE-RECOGNITION SYSTEMS 

PRIORITY NOTICE 
This Non-Provisional U.S. Patent Application claims the benefit of the July 
14, 2000 filing date of Provisional U.S. Patent Application Serial Number 
60/218,350. 

FIELD OF THE INVENTION 
The present invention relates to voice recognition systems, and more 
particularly to a system and method for enabling such systems to differentiate 
between spoken system commands and spoken text for literal insertion into a 
software application. 

BACKGROUND OF THE INVENTION 

Voice-recognition systems are gradually becoming an effective 
replacement for keyboards used in computing systems. In a typical voice 
recognition system, the user installs a voice recognition software, then trains the 
system to recognize his or her voice. Thereafter, instead of using a keyboard to 
input commands and/ or text to the system, the user speaks into a microphone 
that is typically worn either as a headset or extends from a pedestal on the user's 
desk. Current examples of voice-recognition software include IBM's "Via Voice/ 7 
Lernout & Hauspie's "VoiceXpress," and Dragon System's "Dragon 
NaturallySpeaking." 



A significant problem encountered in conventional voice recognition 
systems is the " text-mode/ command-mode" problem in which such systems 
have difficulty knowing whether to interpret the user's words as system 
commands or insertable text. For example, if while using Microsoft Word the 
5 user says "open Web browser/ 7 voice recognition systems have difficulty 
knowing whether the user wants to open a Web browser as a separate 
application, or insert text into a Microsoft Word document. Conventional voice 
recognition systems' solution to this problem is the "command phrase 
dictionary" by which the system listens for certain exact command phrases 

10 which are interpreted as commands rather than text. However, the "command 
phrase dictionary" approach has several drawbacks. One significant drawback is 
that it makes the voice recognition system much harder to learn and use. Instead 
of letting the user use natural language to command the voice recognition 
system, it requires the user to memorize many command phrases, some of them 

15 unnatural, before he or she can use the system effectively. The reason "command 
phrase dictionaries" must often use unnatural language is that the most obvious 
phrases may be commonly used in dictated text. For example, some systems 
require a user to say "scratch that" rather than "delete" in order to delete a 
phrase, and "microphone off", rather than "turn the microphone off" or "mike 

20 off", in order to turn off the microphone. Incorrect command phrases will often 
be interpreted as text for insertion. 
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Another drawback of the "command phrase dictionary" approach is that, 
because there is no standard command phrase dictionary among competing 
voice-recognition system providers, a user must learn multiple command phrase 
dictionaries if he/she is using different voice recognition systems. Yet another 
5 drawback is that the "command phrase dictionary" approach makes the voice 
recognition system slower. When the voice recognition system hears any word 
that might be the start of a command phrase, the system must wait to hear the 
entire phrase before it knows whether or not the user's words are intended as 
text-mode or command-mode. 

10 It is therefore an object of the present invention to provide a system and 

method for use in a voice recognition system that will enable the system to know 
before a user speaks whether the spoken words are to be interpreted as system 
commands or insertable text. It is also an object of the present invention to 
provide a system and method that will enable users to issue commands using 

15 natural language rather than having to memorize specific command phrases, 
thereby eliminating the problem of non-standardized "command phrase 
dictionaries" posed by competing voice recognition systems. Thus, it is an object 
of the present invention to make voice-recognition systems easier and faster to 
use than conventional voice-recognition systems. 

20 
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SUMMARY 

A system and method for switching between the command-mode of 
operation and the text-mode of operation in voice-recognition systems. The 
present invention is implemented using software and a mechanical switch, 
5 wherein the switch can be implemented in a computer mouse, a microphone, or a 
remote device that combines the functionality of both a computer mouse and a 
microphone. When depressed in a first manner, this switch engages the voice- 
recognition system in the text-mode, and when depressed in a second mariner it 
engages the voice-recognition system in the command-mode. Alternatively, the 
10 present invention can be implemented using software alone without a 
mechanical switch, i.e., a software switch, wherein spoken commands switch the 
voice-recognition system between the command-mode and the text-mode. 

BRIEF DESCRIPTION OF THE DRAWINGS 
15 FIG. 1 shows a first exemplary embodiment of an apparatus for switching 

between the command-mode of operation and the text-mode of operation in a 
voice-recognition system. 

FIG. 2 shows a second exemplary embodiment of an apparatus for 
switching between the command-mode of operation and the text-mode of 
20 operation in a voice-recognition system. 
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FIG. 3 shows a third exemplary embodiment of an apparatus for 
switching between the command-mode of operation and the text-mode of 
operation in a voice-recognition system. 

FIG. 4 shows a flowchart depicting the operation of the present invention. 

5 

DETAILED DESCRIPTION OF THE INVENTION 
The present invention is a system and method for switching between the 
command-mode of operation and the text-mode of operation in voice- 
recognition systems. The system of the present invention is comprised of voice- 

10 recognition software and an apparatus for selectively switching between the 
command-mode and the text-mode. FIG. 1 shows a first exemplary embodiment 
of an apparatus 10 for switching between the command-mode and the text-mode 
in voice-recognition systems according to the present invention. Apparatus 10 is 
implemented as a computer mouse which can be fabricated in any shape, have 

15 any number of mouse buttons, and have a page up/ down scroll wheel between 
two of the buttons. Apparatus 10 is used with a microphone which is not shown 
and into which a user speaks. This microphone may or may not have a 
command-mode/ text-mode switch to operate a computer, and can be any type 
of microphone such as a handheld, desk-mounted or headset microphone, or a 

20 remote combination microphone-mouse/ cursor control device. Alternatively, the 
microphone may be implemented on apparatus 10. Apparatus 10 is coupled to a 



computer by a cable. Alternatively, apparatus 10 can be a wireless device that 
operates a computer at any frequencies permitting wireless communications. 

Apparatus 10 includes a mechanical command-mode/ text-mode switch 12 
for switching between the command-mode and the text-mode of operation. 
5 Switch 12 is a spring-controlled slide-switch that can be slidably moved and is 
positioned on the left side of the mouse where it can easily be controlled by a 
user's thumb. Switch 12 is a three-mode switch having three operating positions. 
The first position is the default position, wherein switch 12 is centered between 
the command-mode position and text-mode position. When switch 12 is in the 

10 default position the microphone is turned off. If the user uses his thumb to push 
switch 12 forward towards the mouse-buttons end of the mouse, the microphone 
is turned on in the command-mode. Thereafter, when the user releases switch 12, 
it automatically slides back to the default center position and the microphone is 
turned off. If the user uses his thumb to pull switch 12 backwards towards the 

15 rear end of the mouse, the microphone is turned on in the text-mode. Thereafter, 
when the user releases switch 12 it automatically slides back to the default center 
position and the microphone is turned off. Alternatively, the operating positions 
of switch 12 can be altered from those described above. 

In an alternative embodiment of apparatus 10, command-mode/ text- 

20 mode switch 12 can be implemented as a two-mode switch having two operating 
positions, i.e., command-mode and text-mode, with a separate control element 
being used to turn the microphone on and off. In yet another alternative 
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embodiment of apparatus 10, command-mode/ text-mode switch 12 can be 
implemented using at least one button and/ or at least one touch-sensitive touch 
pad, which button and/ or touch pad can be positioned anywhere on the mouse. 
FIG. 2 shows a second exemplary embodiment of an apparatus 20 for 
5 switching between the command-mode of operation and the text-mode of 
operation in voice-recognition systems according to the present invention. 
Apparatus 20 is implemented as a microphone which can be shaped like any 
hand-held or desk-mounted microphone and can have any number of buttons. 
Apparatus 20 is used with a mouse which is not shown and which may not have 

10 a command-mode/ text-mode switch to operate a computer. Apparatus 20 is 
coupled to a computer by a cable. Alternatively, apparatus 20 can be a wireless 
device that operates a computer at any frequencies permitting wireless 
communications. Apparatus 20 includes a microphone 22 into which a user 
speaks and a command-mode/ text-mode switch 24 that works in a similar 

15 manner to command-mode/ text-mode switch 12 described above. 

FIG. 3 shows a third exemplary embodiment of an apparatus 30 for 
switching between the command-mode of operation and the text-mode of 
operation in voice-recognition systems according to the present invention. 
Apparatus 30 is implemented as a hand-held personal digital assistant/ organizer 

20 such as a Palm Pilot. Apparatus 30 can be shaped like any hand-held organizer 
and can have any number of buttons and/ or touch sensitive touch pads. 
Apparatus 30 is coupled to a computer by a cable. Alternatively, apparatus 30 
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can be a wireless device that that operates a computer at any frequencies 
permitting wireless communications. 

Apparatus 30 includes a microphone 32 into which a user speaks, and a 
command-mode button 34 and a text-mode button 36, which respective buttons a 

5 user presses and holds depending on whether they want to issue commands to a 
computer or insert text into a software application. Apparatus 30 can also include 
buttons and/ or a touchpad for controlling cursor movement and/ or replicating 
the functions of a computer mouse button, that works in a similar manner to 
command-mode/ text-mode switch 12 described above. 

10 Apparatus 10, 20 and 30 are implemented using conventional hardware 

and/ or software which enable such devices to communicate with computers and 
other electronic appliances/ devices. Apparatus 10, 20 and 30 are designed to 
operate computers using existing software operating systems, such as Microsoft 
Windows, and existing software applications, such as Microsoft Word or a web 

15 browser. Apparatus 10, 20 and 30 can communicate with computers over any 
frequencies that permit wireless, remote communications, including infrared and 
radio frequencies. Alternatively, apparatus 10, 20 and 30 can be coupled to the 
computer using a cable. Apparatus 10, 20 and 30 can each be used to sequentially 
operate multiple computers and/ or appliances/ devices. Apparatus 10, 20 and 30 

20 can be used to operate computers and appliances/ devices as long as the 
appropriate drivers and communication hardware and protocols are installed on 
such computers and appliances/ devices. 
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Apparatus 10, 20 and 30 can be used with headgear such as goggles, 
monocles and glasses that are worn on the head to operate a computer. In 
addition, multiple persons each wearing a separate apparatus 10, 20 and 30 can 
simultaneously play a game or jointly operate an application on the computer. 
5 The present invention can also be implemented using software alone 

without a mechanical switch, i.e., a software switch, wherein commands spoken 
by the user switch the voice-recognition system between the command-mode 
and the text-mode. For example, the software can be written to enable a user to 
affect such switching by speaking the words "command-mode" or "text-mode." 

10 Alternatively, other command words can be used to switch between modes. The 
software switch can be implemented in apparatus 10, 20, and/ or 30 in addition 
to or in lieu of mechanical switches 12, 24, and 32 and 34, respectively. 

The present invention can prompt a user to clarify a command when the 
system is unable to understand a spoken command. For example, if while in the 

15 command-mode the voice-recognition system does not understand a command 
spoken by the user, the system can prompt the user to clarify the command by 
selecting the intended command from one of a plurality of commands displayed 
on the computer display device that the system believes the user intended to 
issue. The user can use apparatus 10, 20 or 30 to select the intended command by 

20 issuing a spoken command. Alternatively, the user can select the intended 
command by pressing a button or touching a touch pad on apparatus 10, 20 or 
30. 
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FIG. 4 shows a flowchart depicting the operation of the present invention, 
wherein the system is implemented using apparatus 10. At step 1, a user slides 
switch 12 to the command-mode position to engage the voice-recognition system 
in the command-mode of operation thereby also turning on the microphone (not 

5 shown). At step 2, while holding switch 12 at the command-mode position, the 
user speaks into the microphone and commands the computer to open a 
software application. At step 3, the user slides switch 12 from the command- 
mode position to the text-mode position to engage the voice-recognition system 
in the text-mode of operation. The Microphone is only turned on when switch 12 

10 is at either the command-mode or text-mode positions. The microphone is turned 
off when switch 12 is moved between the command-mode and text-mode 
positions. At step 4, while holding switch 12 at the text-mode position, the user 
speaks the text to be inserted into the software application. At step 5, the user 
slides switch 12 from the text-mode position back to the command-mode 

15 position. At step 6, while holding the switch at the command-mode position, the 
user commands the computer to save the file and close the application. At step 7, 
the user releases switch 12 which returns to its default position at which the 
microphone is also turned off. The steps for using the present invention with 
either apparatus 20 or 30 are similar to those just described. 

20 The aforementioned components comprising apparatus 10, 20 and 30 can 

be fabricated from any material, and apparatus 10, 20 and 30 can be fabricated in 
any shape and any size. Numerous modifications to and alternative 



10 



embodiments of the present invention will be apparent to those skilled to the art 
in view of the foregoing description. Accordingly, this description is to be 
construed as illustrative only and is for the purpose of teaching those skilled in 
the art the best mode of carrying out the invention. Details of the structure may 
be varied substantially without departing from the spirit of the invention and the 
exclusive use of all modifications which come within the scope of the appended 
claims is reserved. 
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CLAIMS 



What is claimed is: 

1. A method for switching between the command-mode and text- 
5 mode of operation in voice-recognition systems, comprising the step of: 

using a switch to switch between a command-mode of operation and a 
text- mode of operation in a voice-recognition system, wherein the command- 
mode is used to issue commands to a computer operated by the voice- 
recognition system and the text-mode is used to insert text into a software 
10 application using the voice-recognition system. 

2. An apparatus for switching between the command-mode and text- 
mode of operation in voice-recognition systems, comprising: 

a switch for switching between a command-mode of operation and a text- 
15 mode of operation in a voice-recognition system, wherein the command-mode is 
used to issue commands to a computer operated by the voice-recognition system 
and the text-mode is used to insert text into a software application using the 
voice-recognition system. 

20 3. The apparatus according to Claim 2, wherein the apparatus is used 

with a microphone that enables the voice-recognition system to receive spoken 
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commands and spoken text, the microphone only being switched on when the 
switch is in either the command-mode or the text-mode. 

4. The apparatus according to Claim 2, wherein the switch is a 
5 mechanical switch. 

5. The apparatus according to Claim 4, wherein the switch is a spring- 
controlled slide switch. 

10 6. The apparatus according to Claim 5, wherein the spring-controlled 

slide switch has a first operating position at which the microphone is turned off, 
a second operating position at which the microphone is turned on in the 
command-mode, and a third operating position at which the microphone is 
turned on in the text-mode. 

15 

7. The apparatus according to Claim 6, wherein the first position is a 
default position such that when a user slides the switch from the first position to 
the second position and then releases the switch, the switch returns to the first 
position, and when the user slides the switch from the first position to the third 
20 position and then releases the switch, the switch returns to first position. 
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8. The apparatus according to Claim 2, wherein the switch is a 
software switch that switches between the command-mode and the text-mode 
using a spoken command. 

5 9. The apparatus according to Claim 2, wherein at least one button is 

used to switch between the command-mode and the text-mode. 

10. The apparatus according to Claim 2, wherein the apparatus is a 
computer mouse. 

10 

11. The apparatus according to Claim 2, wherein the apparatus is a 
microphone. 

12. The apparatus according to Claim 2, wherein the apparatus 
15 combines the functionality of both a microphone and a mouse/ cursor control 

device. 

13. The apparatus according to Claim 2, wherein the apparatus is a 
wireless device. 

20 

14. The apparatus according to Claim 2, wherein the apparatus is 
coupled to a computer using a cable. 
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15. The apparatus according to Claim 2, wherein the apparatus 
operates at an infrared frequency. 

5 16. The apparatus according to Claim 2, wherein the apparatus 

operates at a radio frequency. 

17. A system for switching between the command-mode and text- 
mode of operation in voice-recognition systems, comprising: 

10 a computer; 

a microphone coupled to the computer; and 

a voice-recognition software, the system enabling a user to switch 
between a command-mode of operation and a text- mode of operation in a voice- 
recognition system, wherein the command-mode is used to issue commands to a 
15 computer operated by the voice-recognition system and the text-mode is used to 
insert text into a software application using the voice-recognition system. 

18. The system according to Claim 17, wherein the system uses a 
mechanical switch to switch between the command-mode and the text-mode. 

20 

19. The system according to Claim 17, wherein the system uses a 
software switch to switch between the command-mode and the text-mode. 
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20. The system according to Claim 17, wherein when the voice- 
recognition system is being operated in the command-mode and is unable to 
understand a spoken command, the system prompts the user to select the 

5 intended command from a plurality of commands displayed on a display device 
by the system which the system believes the user intended by the spoken 
command, 

21. The system according to Claim 17, wherein the user selects the 
10 intended command using a mechanical input device. 

22. The system according to Claim 17, wherein the user selects the 
intended command using a spoken command. 
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ABSTRACT 

A system and method for switching between the command-mode of 
operation and the text-mode of operation in voice-recognition systems. The 
system operates using voice-recognition software and a mechanical switch which 
together enable the system to differentiate between spoken commands that are 
used to operate the system and spoken words that are inserted as text into a 
software application. The mechanical switch can be added to a conventional 
computer mouse, hand-held or desk-mounted microphone, personal digital 
assistant such as a Palm Pilot, or any other apparatus either used with or having 
a microphone. Alternatively, the system and method can be implemented using 
software alone without a mechanical switch, i.e., an electronic switch, wherein a 
specialized word or words are used to command the system to switch between 
the command-mode and the text-mode. Such an electronic switch can be 
implemented in a mouse, microphone or electronic organizer in addition to or in 
lieu of any mechanical switch such apparatus may contain. 
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DECLARATION AND POWER OF ATTORNEY 



As a below named inventor, I hereby declare that: 

My residence, post office address and citizenship are as stated below next to my 
name. I believe I am the original, first and sole inventor (if only one name is 
listed below) or an original, first and joint inventor (if plural names are listed 
below) of the subject matter which is claimed and for which a patent is sought on 
the invention entitled System And Method For Switching Between Command- 
Mode And Text-Mode In Voice-RecQgnition Systems the specification of which is 
attached hereto. 

I hereby state that I have reviewed and understand the contents of the 
above-identified specification, including the claims, as amended by any 
amendment referred to above. 

I acknowledge the duty to disclosure information which is material to the 
examination of this application in accordance with Title 37, Code of Federal 
Regulations, Section 1.56 

I hereby claim foreign priority benefits under Title 35, United States Code, 
Section 119 of any foreign application(s) for patent or inventor's certificate listed 
below and have also identified below any foreign application for patent or 
inventor's certification having a filing date before that of the application on 
which priority is claimed: 

None 

I hereby claim the benefit under Title 35, United States Code, Section 1.20 
of any United States application(s) listed below and, insofar as the subject matter 
of each of the claims of this application is not disclosed in the prior United States 
application in the manner provided by the first paragraph of Title 35, United 
States Code, Section 1.12, I acknowledge the duty to disclose material 
information as defined in Title 37, Code of Federal Regulations, Section 1.56 
which occurred between the filing date of the prior application and the national 
or PCT international filing date of this application: 

None 

I hereby declare that all statements made herein of my own knowledge 
are true and that all statements made on information and belief are believed to be 
true; and further that these statements were made with the knowledge that 
willful false statements and the like so made are punishable by fine or 
imprisonment, or both, under Section 1001 of Title 18 of the United States Code 
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and that such willful false statements may jeopardize the validity of the 
application or any patent issued thereon. 

And I hereby appoint: Jean-Marc Zimmerman (Reg. No. 36,978), whose 
address is 226 St. Paul Street, Westfield, New Jersey 07090 and whose telephone 
number is (908) 654^8000, my attorney with full power of substitution and 
revocation, to prosecute this application and to transact all business in the Patent 
and Trademark Office connected therewith. 

Direct correspondence and telephone calls to: 
Full name of inventor. 

Inventor's Signature: 

Date: 

Residence: 

Citizenship: 
Post Office Address: 



Jean-Marc Zimmerman 
Stephens., 




famercy Park South - Apt. 6K 
New York, NY 10003 
U.S. 
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